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Aerosol (500ml)

P A C K A G I N G :

C O L O U R :

Clear

O D O U R :

Citrus

C I T R U S  A D H E S I V E  C L E A N E R

TensorGrip® C101 Citrus Cleaner is a biodegradable, 
citrus solvent cleaner, degreaser and adhesive remover. 
It can be used safely on most surfaces and substrates, 
including painted surfaces, glass, porcelain, concrete, and is 
compatible with many plastics and vinyls.

• Biodegradable.
• Compatible with Most Plastics.
• Citrus Scent.
• Increased Productivity.
• Fast Application.
• Minimises Waste.

A D V A N T A G E S

C101



D I R E C T I O N S  F O R  U S E
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C H E M I C A L  T E C H N I C A L  D A T A

1. Spray approximately 6-8” from surface. 

2. Allow cleaner to remain on surface for a few seconds then using 
a clean cloth, wipe off adhesive and/or soil. Wipe thoroughly to 
obtain a residue free clean surface. 

3. Wipe thoroughly to obtain a residue free clean surface.

4. Use with adequate ventilation.

Storage
Not damaged by
freezing. Return to room
temperature prior to use.

Odour Citrus

Colour Clear

System Flammability     Flammable propellant

Specific Gravity .72 to .76 gms/cc (6.0 to
6.4 lbs/gal)

Solubility in Water Negligible

Solvent d-limonene

Shelf Life 18 months from date of
manufacture

H A N D L I N G  &  S T O R A G E

• Consult Safety Data Sheet prior to use.
• DO NOT expose to temperatures exceeding 50°C/122°F.
• Store at temperatures between 10°C and 25°C.
• Avoid exposing aerosol containers to high temperatures or direct 

sunlight.
• Keep away from heat, hot surfaces, sparks, open flames, and 

other ignition sources.
• Shake well before use.
• To prevent nozzle from blocking, turn can upside down, press 

nozzle until spray is clear of adhesive.
• Replace cap after use to protect actuator / valve.
• Use only in a well ventilated area.
• Always test product to determine suitability for your particular 

application prior to use in production.


